
ANGLE GRINDERS YA-2C Series

Light weight and compact body for easy handling

Endurable for long-term use by strong gear system

Suitable for deburring and finishing work
Excellent rotation accuracy

Specification
Rotational Wheel Peripheral Mass  Max Air Air Hose Air Inlet

Frequency Size Speed w/Guard Consumption Size Thread

min-1 mm m/min mm mm kg Nm3/min mm -

YA-2C-1 Roll 15,000 50x4x9.5 4,300 156 47.5 0.645 0.4 9.5 RC1/4

YA-2C-1F Safety Lever 15,000 50x4x9.5 4,300 188 47.5 0.7 0.4 9.5 RC1/4

Standard Accessories….SPA019 19Hex Wrench, HWR005 5Hex Pin Wrench, HWR003 3Hex Pin Wrench, Coupler Plug NL-22PM

Rotational collet Peripheral  Max Air Air Hose Air Inlet

Frequency Size Speed Consumption Size Thread

min-1 mm m/min mm mm kg Nm3/min mm -

YA-2C-3 Roll 15,000 6 2,000 156 83.5 0.6 0.40 9.5 RC1/4

YA-2C-3F Safety Lever 15,000 6 2,000 190 83.5 0.7 0.40 9.5 RC1/4

YA-2C-30 Roll 15,000 6 2,000 156 89 0.64 0.40 9.5 RC1/4

YA-2C-30F Safety Lever 15,000 6 2,000 190 89 0.7 0.40 9.5 RC1/4

Standard Accessories….SPA013 13Hex Wrench(2), Coupler Plug NL-22PM

Available Option Collet Size : 3mm or  6.35mm (1/4")

YOSHIDA MFG.CO.,LTD.YOSHIDA MFG.CO.,LTD.YOSHIDA MFG.CO.,LTD.YOSHIDA MFG.CO.,LTD.

※※※※Specifications are subjects to change without notice. 2021.01
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