
旉蝧 Speed 䄸毣 Chuck 疳ੑ Dimensions ᯿ᰁ Weight

28,000 rpm ∅ 3, 6 mm ∅34×280 mm 560 g

旉蝧 Speed 䄸毣 Chuck 疳ੑ Dimensions ᯿ᰁ Weight

28,000 rpm ∅ 3, 6 mm ∅34×250 mm 530 g

旉蝧 Speed 䄸毣 Chuck 疳ੑ Dimensions ᯿ᰁ Weight

28,000 rpm ∅ 3, 6 mm ∅34×190 mm 369 g

旉蝧 Speed 䄸毣 Chuck 疳ੑ Dimensions ᯿ᰁ Weight

65,000 rpm ∅ 3, 1/8, 2.4 mm ∅29×158 mm 190 g

• Operation speed can up to 65,000 maximum 

• Changeable Chuck which fit to 3, 1/8, 2.4 (mm) 

• Adopting Du-Pout engineering material to produce blades 

• Good for handling with delicate cover paint 
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• Very useful to any large-sized object or mold 

• Changeable Chuck which fit to 3, 6 (mm) 

• Containing 5 bearings to improve high torque 

• Good for handling with delicate cover paint 

• Very useful to any large-sized object or mold 

• Changeable Chuck which fit to 3, 6 (mm) 

• Containing 5 bearings to improve high torque

• Very useful to any small or precise object or mold 

• Changeable Chuck which fit to 3, 6 (mm) 

• Highly-stable and high torque 

• Japanese bearings to maintain durability and efficient 

output


